
Incident Description

On 892011 Utilities operators were purging the Boiler Feed Water

BFW header of air using a drain hose connected to a bleeder This

bleeder had earlier been used to drain the header The header was
ready to be placed back in service when the injury occurred At

1040am when the BFW 1200 psig at 240F was introduced slowly

the energy from the BFW whipped up the drain hose releasing BFW
that burned a nearby operator on the shin

Investigation is in Progress
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Richmond Refinery LPS Alert

4 Boiler Operator Burned on Shin

Hose draining into grated basement
away from personnel

Drain hose connected to BFW header

Always remember to do

your LPSA – because
we care about you

Location

Utilities 1 Power Plant

Photos

Distribution limited to Richmond Refinery personnel 10 AUG 2011

Immediate Actions Taken

1 The BFW supply valve was immediately isolated at the header

2 Chevron Fire Department was notified and responded immediately

to treat the burn injury with a cooling gel to suppress blistering

3 The injured person was taken to the refinery medical clinic for

evaluation and further treatment

This document is intended for company workforce only Nothing herein should be

construed as a legal determination of causation or responsibility The company makes
no representations or warranties express or implied about the thoroughness

accuracy or suitability of use by others of any of the information contained herein

Background

Operators were in the process of removing 4 Boiler from service

which involves draining the common BFW header to blind 4 Boiler

and then putting it back in service The BFW supply header is

common with 4 5 and 7 Boilers Operators had safely drained

the BFW header from a bleeder through a steam hose routed to an

unoccupied basement area


